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This study explores whether different lighting arrangements (general lighting, wall washing and cove lighting) and different
illuminances (500 and 320 lux) could affect the perception of the same space. An experimental study was conducted to investigate how the
qualitative aspects of space (the impressions of a space) could be enhanced with lighting. Hundred participants were first asked to choose
the most suitable lighting arrangement for each impression (clarity, spaciousness, relaxation, privacy, pleasantness and order) under the
500 lux illuminance. In the second stage, they were asked to compare the two illuminances (500 and 320 lux) for the lighting arrangement
they selected in the first stage. There was a statistically significant relation between impressions and lighting arrangements, also between
impressions and lighting levels. Thus, different lighting arrangements and lighting levels could be used to enhance the clarity,
spaciousness, relaxation, privacy, pleasantness and order of a room. The results of this study found most suitable lighting arrangements
with their illuminances for each impression, which is reported in the paper.
r 2006 Elsevier Ltd. All rights reserved.
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Interior design uses the manipulation of many inter-
related elements including space, form, structure, lighting,
texture and colour. Among these elements, lighting is often
the one, which receives the least attention. Generally,
designers concentrate on issues such as the form of space,
colours, patterns of fabrics and the arrangement of
furniture. The design of lighting is usually reduced to
simple lighting criteria stated in quantitative terms.
However, the same space might be perceived differently
according to the colour temperature of light, the types and
locations of light sources and the lighting arrangement, all
of which are related to the qualitative aspects of lighting.
These qualitative, rather than the quantitative aspects ofe front matter r 2006 Elsevier Ltd. All rights reserved.
ildenv.2006.10.048
ing author. Tel.: +90312 2902429; fax: +90 312 2664127.
ess: onilgun@bilkent.edu.tr (N. Camgöz Olguntürk).the luminous environment are the main concerns in this
study.
Several researchers have investigated psychological
aspects of space lighting. Flynn [1–4] should be accepted
as the pioneer in this field. In his works and those of his
successors, the visual impressions are usually classified as
clarity, spaciousness, relaxation, privacy, pleasantness and
order. The works of Flynn [1–4], Mehrabian and Russel [5],
İmamoğlu [6,7], Nuckolls [8], Erhardt [9], Tiller and Veitch
[10], Sorcar [11], Smith [12,13], Steffy [14], Rea [15],
Carmody and Sterling [16], Lou [17], Manav and Yener
[18] are among the important studies regarding these
aspects. Some of the findings of these researchers support
each other, whereas others contradict. There is, as yet, no
firm consensus among the lighting designers and research-
ers on the psychological aspects and impressions created by
lighting.
This paper describes an experimental study done to investi-
gate these qualitative aspects, namely clarity, spaciousness,
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Fig. 1. Plan of the experiment room.
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data available in the literature.
2. Hypotheses
The experiment aimed to test the hypotheses below:1. Different lighting arrangements effect impressions of
people about a room.2.Fig. 2. Section of the experiment room.Different illuminances of the same lighting arrangement
effect impressions of people about a room.
3. The experimental set-up
In order to investigate the relations between lighting
arrangements, illuminances and the perception of space, an
experimental study was carried out and a special room was
prepared.
The room had dimensions of 4m 4m with a height of
3m. There were no windows in the room; thus, any
possible effects of daylighting were completely excluded.
The floor was covered with gray (Munsell N5) terrazzo tiles
with 0.2 luminous reflectance. The door was painted blue
(Munsell 2.5B6/4) with 0.3 luminous reflectance. The
ceiling was painted white (Munsell N9) with 0.79 luminous
reflectance. The walls were painted peach (Munsell 10YR9/2)
with 0.79 luminous reflectance.
For the experiment, the room was arranged in the form
of a study room. In this arrangement, a table was located at
one corner of the room designated as the observation table,where the participants evaluated the room. Figs. 1 and 2
show the plan and the section of the room, respectively.
Three different lighting arrangements, general (uniform)
lighting, cove lighting and wall washing, were installed in
the room (see Fig. 3). Each type of lighting was connected
to two different circuits generating two different illumi-
nances, 500 lux (high) and 320 lux (low), representing
optimum and acceptable lower illuminances for general
office activities by ISO 8995 [19], CIE Report No. 29 [20],
Philips Lighting Manual [21] and IES Lighting Handbook
[22]. Illuminances were determined according to the
recommended values for general office tasks as the
experiment room was arranged in the form of a study
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Fig. 3. View of the experiment room from the entrance.
Fig. 4. Layout of the two circuits in general lighting.
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higher illuminance was 500 lux, corresponding to the
illuminance recommended for general office activities
[19–22]. The lower illuminance was 320 lux, the acceptable
lower level of illumination for similar activities [19]. To
obtain these illuminances, two independent electrical
circuits were installed. The reason for not using a dimmer
was to obtain two different lighting levels without changing
the colour temperature of the light. In this way, the
Correlated Colour Temperature (CCT) was kept constant.
Illuminances were measured at a working plane, 800mm
high, at the centre of the room with a Minolta T-1
Illuminance meter. All the measurements were taken before
the tests in the empty experiment room.
In all of the lighting arrangements, incandescent lamps
were used, as these were the most widely used lamps in smallsize offices in Turkey. Philips Softone Standard A type
bulbs, Colour Rendering Index (CRI) (Ra) ¼ 100 and
CCT ¼ 2800K, were used to achieve a more diffused light
distribution. Figs. 4–6 show the layout of the installed lamps
for each lighting arrangement and for each illuminance.
To obtain general lighting, incandescent lamps were
hung 300mm from the ceiling with equal distance between
them. The illuminance of 500 lux was obtained with the use
of nine 100W lamps, and 320 lux with the use of five 75W
and four 60W lamps.
In wall washing, 500 lux level was obtained with the use
of twenty-four 75W and four 60W lamps, and 320 lux with
the use of twenty-four 60W and four 40W lamps.
In cove lighting, the same levels were obtained with the
use of eight 75W and twenty 60W lamps for 500 lux, and
four 60W and twenty-four 40W lamps for 320 lux.
Two switch boxes, each with three buttons were connected
to the lighting systems. The switch boxes were named as ‘‘H’’
for high level (500 lux) and ‘‘L’’ for low level (320 lux).
The switch boxes were located on the observation table.
On each switch box, the three lighting arrangements were
indicated with their first letters, as G (general lighting), W
(wall washing) and C (cove lighting). For wall washing and
cove lighting, the lamps were installed as shown in Fig. 7.
Fig. 8 shows the switch boxes.
Surface luminances of the experiment room were
measured with Minolta LS-100 luminance meter. Walls
were fairly uniformly illuminated. On each surface, four
measurements were taken 200mm away from each corner
and one measurement was taken from the centre. Mean
values of the five measurements were reported as the
surface luminance. According to the luminance measure-
ments, the ceiling was the most luminous surface under
cove lighting (76 cd/m2) and the four walls were the most
luminous surfaces under wall washing (55, 61, 65 and
67 cd/m2, with a mean value of 62 cd/m2) (see Table 1). In
all experiments, exactly the same bulbs were used, so,
always a uniform lighting with the same CCT and with the
same CRI were provided.
4. Methodology: experimental procedure
Hundred participants, 40 male and 60 female, took part
in this study. They were all undergraduate students from
the Department of Architecture at C- ukurova University,
Adana, Turkey. Their ages ranged from 18 to 27-years old.
None of the participants have taken any courses on lighting
before.
Participants were admitted one at a time. Once they
entered the experiment room, they were seated at the
observation table. The experimental procedure was ex-
plained to them before they were asked to fill-in the
questionnaire that was provided.
The questionnaire consisted of six questions about the
impressions of clarity, spaciousness, relaxation, privacy,
pleasantness and order. The questionnaire form is shown in
Table 2.
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Fig. 5. Layout of the two circuits in cove lighting.
Fig. 6. Layout of the two circuits in wall washing.
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Fig. 7. Lamp installations of wall washing and cove lighting.
500 lux 320 lux
G W C G W C
H L
Fig. 8. Drawings of the switch boxes ‘‘H’’ and ‘‘L’’.
Table 1
Surface luminances of the experiment room measured with Minolta LS-
100 luminance meter
Wall 1 Wall 2 Wall 3 Wall 4 Floor Ceiling
General lighting 50 51 52 53 13 60
Wall washing 55 61 65 67 10 40
Cove lighting 52 53 53 54 12 76
Mean values 52 55 57 58 12 59
Walls are indicated in Fig. 1 and all measurements are in cd/m2.
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first stage, the participants were asked to select the most
suitable lighting arrangement for each impression (clarity,
spaciousness, relaxation, privacy, pleasantness and order)
under the 500 lux illuminance (high level). In the second
stage, they were asked to compare the two illuminances(500 and 320 lux) for the lighting arrangement they selected
in the first stage. They were asked to choose the more
suitable illuminance for the impression under question.
The participants controlled the switches. Adaptation
time to lighting systems was not considered a problem as
adaptation is mainly affected by illuminance that was the
same for all three lighting arrangements. However, when
the participants were assessing between illuminances of the
same lighting arrangement, they were asked to wait about
1min before the assessment for visual adaptation.
In the given questionnaire, 36% of the participants
indicated they had an eye defect. The eye deficiencies
reported were: myopia 11%, hypermetropia 8%, astigma-
tism 5%, myopia and astigmatism combined 6%, hyper-
metropia and astigmatism combined 4% and colour
blindness 2%. There was no participant with severe eye
defects. Participants with eye defects were asked to take the
test with their correction equipment, namely glasses or
contact lenses.
5. Data analysis
The hypotheses were tested statistically based on the
data obtained.
Chi-square (w2) test was conducted to find out whether
there is a significant relationship between the lighting
arrangements (general lighting, cove lighting and wall
washing) and different impressions. Furthermore, for each
pair of lighting arrangements on each impression, propor-
tion (p) of preferences was tested using single-sample
proportion test for large samples. In all these tests:
Ho : p ¼ 1=2,
Ha : p41=2.
Thus, based on the observed proportions obtained from
the data, for each impression the claim of the proportion of
preferences on one of the two lighting arrangements is
higher, was tested.
To analyse the effect of illuminances on the preferred
lighting arrangements for each impression, single sample
proportion test was conducted. This test was used to find
out whether there were certain more significant preferences
of illuminances that are thought to be more suitable for
preferred lighting arrangement of each impression by
making pair-wise comparisons.
Thus, for given impression and preferred lighting
arrangement, based on the observed proportion of
preferences of illuminances, the hypothesis of proportion
of one of the two illuminances is higher (p41/2), was
tested.
6. Findings and discussion
From the results of the chi-square test it can be
concluded that lighting arrangements significantly effect





Name–Surname Age Class Gender M F
Do you have any eye defects? If so, what kind?
The room you are in has been designed as a study room where reading and writing activities take place. Evaluate this room from lighting arrangement and
lighting level points of view and mark the most suitable choice
1. Under which lighting is the appearance of the objects in the
room most clear?
1 2 3 H L
2. Under which lighting does the room appear larger? 1 2 3 H L
3. Under which lighting is the room most relaxing? 1 2 3 H L
4. Under which lighting does the room appear more private? 1 2 3 H L
5. Under which lighting does the room appear more pleasing? 1 2 3 H L
6. Which lighting system has been arranged according to the
functions in this room?
1 2 3 H L
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as follows:
6.1. Clarity
Clarity was tested with the first question of the
questionnaire. In clarity, people preferred general lighting
(p-value ¼ 0.0002) and wall washing (p-value ¼ 0.0002)
over cove lighting, but there was no significant difference
between preferring general lighting and wall washing
(p-value ¼ 0.9204). For both general lighting and wall
washing people preferred them to be at high level, 500 lux,
to enhance clarity (p-value ¼ 0.0002 for each).
6.2. Spaciousness
Spaciousness was tested with the second question of the
questionnaire. In spaciousness, wall washing was preferred
the most. Wall washing was preferred more than general
lighting (p-value ¼ 0.0178) and more than cove lighting
(p-value ¼ 0.0002). To enhance spaciousness people pre-
ferred wall washing to be of high level, 500 lux (p-
value ¼ 0.0002).
6.3. Relaxation
Relaxation was tested with the third question of the
questionnaire. In relaxation, cove lighting was preferred
the most. Cove lighting was preferred more than general
lighting (p-value ¼ 0.0002) and more than wall washing
(p-value ¼ 0.0096). To enhance relaxation people preferred
cove lighting to be of low level, 320 lux (p-value ¼ 0.0016).
6.4. Privacy
Privacy was tested with the fourth question of the
questionnaire. In privacy, cove lighting was preferred the
most. Cove lighting was preferred more than general
lighting (p-value ¼ 0.0002) and more than wall washing
(p-value ¼ 0.0002). Cove lighting was preferred to be atlow lighting level (320 lux) to achieve privacy (p-value ¼
0.0002).
When all the surfaces around the participants are
compared from Table 1, it is seen that the wall surfaces
received the least light under cove lighting. Being
surrounded by less bright walls in the line of sight was
enhancing the impression of privacy.
6.5. Pleasantness
Pleasantness was tested with the fifth question of the
questionnaire. For pleasantness, people preferred cove
lighting (p-value ¼ 0.0002) and wall washing (p-value ¼
0.0002) over general lighting, but there was no significant
difference between preferring cove lighting and wall
washing (p-value ¼ 0.215).
For both cove lighting and wall washing people did not
prefer one illuminance level to the other. Thus, there was
no difference between high (500 lux) and low (320 lux)
illuminances for the impression of pleasantness (p-value ¼
0.6242 for cove lighting, p-value ¼ 0.215 for wall washing).
People enjoyed both illuminances.
6.6. Order
Order was tested with the sixth question of the
questionnaire. Visual order is closely related to the
unification of the lighting arrangement with the activities
in the room. For achieving visual order people preferred
wall washing the most. Wall washing was preferred more
than general lighting (p-value ¼ 0.0016) and more than
cove lighting (p-value ¼ 0.0002). Wall washing was pre-
ferred to be at high illuminance level, 500 lux, to achieve
visual order (p-value ¼ 0.0038).
7. ConclusionHypothesis 1. The result of the chi-square test showed that
impressions for different lighting arrangements were
statistically differentiated from each other. Therefore, the
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Table 3
Lighting arrangements and illuminances preferred for each impression
Impression Lighting arrangement Illuminance
Clarity General lighting and
Wall washing
High (500 lux)
Spaciousness Wall washing High (500 lux)
Relaxation Cove lighting Low (320 lux)
Privacy Cove lighting Low (320 lux)
Pleasantness Cove lighting and wall
washing
High (500 lux) and low
(320 lux)
Order Wall washing High (500 lux)
A. Durak et al. / Building and Environment 42 (2007) 3476–34823482first hypothesis is supported. It can be concluded that
different lighting arrangements effect impressions of people
about a room (p-value ¼ 0.0000). Table 3 shows the
lighting arrangements preferred for each impression.Hypothesis 2. To analyse the effect of illuminances on the
preferred lighting arrangements for each impression, single
sample proportion test was conducted. The test showed
that there is a statistically significant difference between the
number of people preferring high and low levels of
illumination for the lighting arrangements they chose for
a specific impression. Therefore, the second hypothesis is
also supported. It can be concluded that different
illuminances of the same lighting arrangement effect
impressions of people about a room. Table 3 shows the
illuminances preferred for each impression.
Lighting can effect the mood setting in a space by
arousing different impressions with the use of different
lighting arrangements at different illuminances. In this
study, wall washing and cove lighting were preferred
lighting arrangements to convey different impressions.
General lighting was only found to be preferred to obtain
clarity. Wall washing was associated with the impressions
of clarity, spaciousness, pleasantness and order, while cove
lighting was associated with relaxation, privacy and
pleasantness. Wall washing was always preferred to be at
high illuminance, 500 lux, and cove lighting to be at low
illuminance, 320 lux.
In many everyday spaces, from houses to offices, from
schools to hospitals, general lighting is most widely used.
This experiment shows that wall washing and cove lighting
are preferred over general lighting to improve the visual
quality of space, to make spaces appear clear, spacious,
relaxing, private, pleasant and orderly.References
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